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REQUIRED AREAS-DESIGN STANDARDS FOR NEW APARTMENTS

REQUIRED AREAS

PROPOSED AREAS
APARTMENT 1

AGGREGATE LIVING
ROOM (m²)

23

AGGREGATE BEDROOM
AREA (m²)

11.4

STORAGE

3

MINIMUM AREAS MINIMUM WIDTH
DOUBLE BED.(m) LIVING ROOM.(m)

2.8 3.3

APARTMENT 1 & 2 -
1 BEDROOM

PROPOSED AREAS
APARTMENT 2

DOUBLE BED.(m)

11.4

 OVERALL APT
FLOOR AREA  (m²)

45

23.5 11.5 3.2 3.73
2.4+0.6= 3

25.9 12.6 3.58 4.41

11.5

12.6

51.5

55.8 3.3
2.4+0.9= 3.3

PROPOSED FINISHES

SELECTED ROOF TILES

DOUBLE GLAZED WINDOWS

RENDER WALL FINISHES

A

BRICKWORK WALL FINISHES

B

C

D

ZINC ENTRANCE CANOPYE

DOUBLE GLAZED PATIO DOORSF

BOUNDARY GATE / FENCEG

UTILITY METER CUPPBOARDSH

ROOFLIGHTI

1.8M HIGH PRIVACY SCREENJ

BED RM APP 1 KITCHEN/DINING APP 1ACCESSIBLE
BATHROOM

BED RM APP 2 KITCHEN/DINING APP 2STORE

24
15

24
75

SECTION AA - HT B1 & B2
HT B1&B2

ALL VERTICAL SOIL STACKS TO
BE 100MM DIAM. TO 100MM DIAM
TRANSITION ALIGNED TO FLOW
AT GROUND FLOOR LEVEL TO
450MM RADIUS 100MM DIAM
SWEPT BEND TO CONCRETE AND
100MM DIAM TO FALL 1:60 TO
COLLECTION.
BRANCHES BELOW GROUND TO
BE PATENT 45 DEGREES OR LESS
TO LINE OF FLOW.

ALL GROUND FLOOR SOILS WATE
TO BE 100MM DIAM TRANSITION
TO 450 RADIUS 100MM DIAM
SWEPT BEND TO CONCRETE
100MM DIAM TO FALL 1:60 TO
COLLECTION : BRANCHES TO BE
PATENT 45 DEGREE BENDS OR
LESS TO LINE OF FLOW.

ALL WASTES TO GROUND FLOOR
TO BE 100MM DIAM FROM FLOOR
LEVEL SWEPT TO 100MM DIAM
OUTFALL 1:40 TO BIGT. ALL
BRANCHES TO BE PATENT
ALIGNED TO FLOW NOT LESS
THAN  90 DEGREES TO DIRECTION
OF FLOW : FIT PATENT REDUCERS
TO TAKE 40MM DIAM WASTES AT
FLOOR FACE

ALL WASTES IN FLOOR SLAB TO
BE ACCURATELY ALIGNED TO
ENSURE PROPER CONNECTIONS
INSIDE VOID OF PARTITIONS OR
ALIGNED TO SAME AS SHOWN

ALL RWP 100MM DIAM SWEPT TO
100MM DIAM OUTFALL 1:40 TO
BIGT. ALL BRACHES TO BE
PATENT ALIGNED TO FLOW

ALL WC AND SOIL WASTE
OUTLETS TO BE ACCURATELY
ALIGNED FOR FITTING TYPES
SPECIFIED
ALL FIRST FLOOR WASTES TO BE
SUSPENDED WITH FIXINGS, FALLS
& CONNECTIONS IN STRICT
ACCORDANCE WITH PIPE
MANUFACTURERS SPECIFICATION

ALL SOIL STACKS TO BE VENTED
TO OPEN AIR WITH PATENT
COVERS

RODDING EYES TO BE PROVIDED
TO ENSURE ADEQUATE CLEANING
ACCESS

ALL WORKS TO BE CARRIED OUT
IN ACCORDANCE WITH
BS.5572-1994

ALL INTERNAL DRAINAGE
VERTICAL DROPS, HORIZONTAL
PIPE RUNS ARE TO BE SOUND
INSULATED

INSULATION LAID BETWEEN AND
OVER JOISTS TO ACHIEVE A
U-VALUE  AS PER BUILDING
REGULATION REQUIREMENTS

UPVC FASCIA, SOFFIT AND
RAINWATER GOODS TO ALL
HOUSES

PRECAST CONCRETE CILLS

350mm WALL CONSTRUCTION
U VALUE TO COMPLY WITH
CURRENT REQUIREMENTS.

SMOOTH RENDER FINISH

AIR TIGHTNESS MEMBRANE FIXED
TO UNDERSIDE OF
PRE-FABRICATED ROOF TRUSS
(FIXED TO MANUFACTURERS
GUIDELINES). BATTEN FIXED TO
UNDERSIDE OF TRUSS AND
MEMBRANE TO FORM SERVICE
CAVITY WITH 12.5MM
PLASTERBOARD FIXED TO
BATTEN

WINDOWS AND DOORS TO BE
THERMALLY BROKEN PPC
ALUMINIUM

PRECAST CONCRETE CILLS

POWER FLOATED SLAB AND
FLOOR BUILD-UP TO ENGINEERS
DETAIL. ALL GROUND FLOORS
U-VALUE TO COMPLY
WITH CURRENT REQUIREMENTS.

FOUNDATION TO EGINEERS
DESIGN
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